TECHNICAL SPECIFICATION

(from series 2018 on)

@ KASSBOHRER (GELANDEFAHRZEUG AG



BeachTech 3000

Data Sheet
ﬂﬂl‘lng method BeachTech 3000
paterted raking-screening-mined technique
Tractor requirements
POWer CUIPLA from 74 kW / 100 PS
4-wheel-drive
differential kck
high flotation tires, width 500 mm front, 600 mm back
drawbar for towing eyes & 40 mm, adjust- | 1 m height
able up 10 appno
PTO shalt stub 76, 1 38"
power take-off AR NORM 1.000 rpm
supported load 1,500 kg
efectrical cirouir standardized socket, 12V
Dimensions
length waste container in operational 7.000 mm
with waste containgr on top 5.700 mm
width with standard tires 2.700 mm
incl. finishes 2.800 mm
working width 4500 mm
height yehicke 2.250 mm
discharge of dumg body 1.550 mm
Tires
low-pressure tines, wide S00VB0-22.5
Weight
net welght 3.200 kg
gross. weight lmét up 1o* 6.200 kg
Tank capacity
Pydrautic ol 40
Performance
ground coverage up 1o 30.000 mih
Working depth
up to** 30cm
screen surface
screening belt -7 m?
Capacity
collecting hopper 0,7 m#
dump body 4.0m?
Speed
miax. working speed** 12 kmvéhy
traffic* 25 kevh 7 40 kv
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